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TFD-100 series
Precision distributor modules

TFM-2022

The TFM-2022 module is a universal input module with redundancy. It provides two redundant inputs A and B with 
three possible modes:
1) "Only Main” - the main input A is active and signal from this input is distributed on each output.
2) "Only Aux” - the auxiliary input B is active and signal from this input is distributed on each output. 
3) "Auto" - both inputs are active. If there is signal on MAIN input, these signal will be on each output. If there is no 
signal on MAIN input, signal from AUX will be on each output channel. In case of return of signal on MAIN input. MAIN 
input will be selected.
 
The operating mode can be selected by a physical button on the panel or by a special command over the serial port.
 
The TFM-2022 module has built-in a RJ45 type connector for an RS232 serial console compatible with the Cisco Console 
standard.

By using the set of commands, you can control the operating mode of the module and read the type of detected signal 
from the input: 10MHz, 1PPS, IRIG.
 
A set of 9 LEDs on the front panel indicates the operating mode and the type of detected signal.
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Port to port isolation

Input redundancy

Dimensions

Warranty

TFM-2022
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0-6Vpp

1Hz up to 15MHz

<-40dBm

BNC or SMA

100dB@100kHz, 60dB@10MHz

Channel-A, Channel-B or Auto-switching

168x160x20mm

Two-Year Warranty

Technical data


